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__" Outlet Pipe for Shoulder Drain will be measured and paid in linear feet of all pipe that 1 
has been incorporated into the completed and accepted work.  Measurement will be made 2 
along the pipe installation, including fittings, to the nearest 0.1 ft with no deduction made for 3 
fittings. 4 

Concrete Pad for Shoulder Drain Pipe Outlet will be measured and paid in units of each for 5 
the actual number of pads completed and accepted. 6 

Such price and payment includes, but is not limited to, furnishing, hauling and placing all 7 
pipe, fittings, shoulder drain aggregate, filtration geotextiles, concrete and other materials; 8 
making all joint connections; cutting into and making connections to existing drainage 9 
structures; grouting around the pipe where it enters existing drainage structures; pavement and 10 
vertical markers; and all excavation and backfilling. 11 

Replacement of damaged geotextile is incidental to the work in this section. 12 

Payment will be made under: 13 

Pay Item  Pay Unit 
Shoulder Drain Linear Foot 
__" Shoulder Drain Pipe Linear Foot 
__" Outlet Pipe for Shoulder Drain Linear Foot 
Concrete Pad for Shoulder Drain Pipe Outlet Each 
  

SECTION 818 14 
BLOTTING SAND 15 

818-1 DESCRIPTION 16 

Furnish and uniformly spread the blotting sand, as directed to prime coat, asphalt surface 17 
treatment or asphalt curing seal. 18 

818-2 MATERIALS 19 

Refer to Division 10. 20 

Item  Section 
Blotting Sand 1012-3 

818-3 CONSTRUCTION METHODS 21 

Apply blotting sand upon completion of the asphalt application, when directed.  Provide 22 
relatively dry blotting sand.  Spread uniformly, as directed, on the same day as the application 23 
of prime coat, asphalt surface treatment or asphalt curing seal.  Apply at the rate of 10 lb/sy of 24 
surface area, unless otherwise directed. 25 

818-4 MEASUREMENT AND PAYMENT 26 

Blotting Sand will be measured and paid in tons that have actually been placed.  The quantity 27 
will be measured by weighing in trucks on certified platform scales or other certified 28 
weighing devices.  No deduction will be made of any moisture in the sand at the time of 29 
weighing.  No measurement of Blotting Sand will be made when it is part of a Drag Seal or 30 
a Sand Seal. 31 

Payment will be made under: 32 

Pay Item  Pay Unit 
Blotting Sand Ton 
  

NCDOT 2012 Standard Specifications


